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PRODUCT DATA SHEET

EGGER EURODEKOR

Material Specification:

Melamine faced wood-based panel with a decorative surface.
The substrate can be either EUROSPANraw board, EGGER MDF
or EGGER OSB COMBILINE

Area of application:

Decorative wood based panels forinterior uses.

Board type according to EN14322

-points [mm2/m2]
-length EN 14323 [mm/m] <20

Resistance to scratching

EN 14323

Resistance to staining ___

EN 14323 [level]

Resistance to cracking ___

EN 14323 [level]

___
Class
Depending on the layer 1 <50 <150
configuration different EN 14323 [Resolutions] 2 >50 >150
classes are reached 3A 2150 2350
3B 2250 2650

Test method Unit Thicknessrange |

<15mm 15 up to 20mm »20 mm

Thickness

Standard boards

(faced with single layer)
Boards with multi-layer
surface - Final value *2

Length and width

commercial available size

+0,3 +0,5/ -0,3
EN 14323 [mm]

EN 14323
pre-cut panels [mm]
EN 14323 [mm/m] <2*3)

Edge damage

commercial available size
EN 14323 [mm]
pre-cut panels <3
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earlescent and metallic finished boards a rating of 3 is permitted for
colour matching by EN 14322: 2003. Slight variations in colour are inherent with variation in the surfacing papers and the
core board.

Field of application

EGGER EURODEKOR manufactured with Type P2 raw board is intended for interior fittings (including furniture) for use in dry
conditions (relative humidity of surrounding area only exceeding 65% for a few weeks per year). The component must allow
quick release of any trapped moisture. Boards of this type are only suitable for use in biological hazard class 1 of EN 335-3.
EGGER EURODEKOR manufactured with Type P3 core board can be used in humid conditions (relative humidity of surrounding
area only exceeding 85% for a few weeks per year). The component must allow quick release of any trapped moisture. Boards
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